
XBK-KABEL
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DIN VDE 0816 approved

Application

As outdoor telephone cable for railway station telecommu-

nication, in business and industrial facilities, in telecom-

munication and IT-systems for low loss transmission of 

data and signals. Suitable for laying in the ground, water-

blocked. Not to be used for power transmission.

Construction

Copper conductor bare, solid, Ø 0,6/0,8 mm

Insulation PE

Stranding cores twisted to star-quads, 

5 quads a unit, units to layers,

Sheath composite layer sheath PE,

colour: black RAL 9005

Technical data

CPR performance class Fca

acc. to EN 50575 

Conductor loop resistance Ø 0,6 mm max. 130 /km

Conductor loop resistance Ø 0,8 mm max. 73,2 /km

Insulation resistance min. 1,5 G x km

Capacitance Unbalance K
1
(800 Hz) max.800 pF/300 m

Capacitance Unbalance K
9-12

(800 Hz) max.300 pF/300 m 

Operating capacity (800 Hz) Ø 0,6 mm max. 52 nF/km

Operating capacity (800 Hz) Ø 0,8 mm max. 55 nF/km

Test voltage core/core 500 V 50 Hz 2 Min. 

Test voltage core/shield 2000 V 50 Hz 2 Min.

Peak operating voltage 225 V

Temperature range

Minimum bending radius approx. 10 x cable diameter



XBK-KABEL

Section approx. outer Ø Copper content Weight XBK-code

mm mm


