
XBK-KABEL

PVC - single core

EN 50525-2-31 / VDE 0285-525-2-31 approved

Application

Thermal insulated wires are ideal for use in power current 

installation, switch cabinets, motors and transformers 

which are subject to direct contact with high temperatures 

towers etc.). These are also suitable for inside wiring of 

electrical equipments such as lighting and heating appa-

ratus. The product corresponds to the directive 2014/35/

EU (low voltage directive).

Construction

Insulation heat-resistant PVC mixture TI3,

acc. to EN 50363-3

Technical data

Nominal voltage Uo/ U H05V2-K      300 / 500 V

H07V2-K     450 / 750 V

X07V2-K 450 / 750 V

Test voltage H05V2-K            2000 V

H07V2-K            2500 V

X07V2-K 2500 V

Temperature range  

Minimum bending radius

approx. 4 x diameter

Remarks

distribution networks.

H05V2-K: harmonised, heat resistant non sheathed 

  cable for internal wiring,  

  nominal voltage  300 / 500V (H05V),

H07V2-K: harmonised, heat resistant non sheathed 

  cable for internal wiring,  

  nominal voltage  450 / 750V (H07V),

X07V2-K: heat resistant non sheathed 

  cable for internal wiring,  

  nominal voltage  450 / 750V (X07V),

  in dependence on EN 50525-2-31



XBK-KABEL

CCC up to and including 2,5 mm². MOQ may be necessary. Stock items alternative as UL-CSA-H05/H07V2-K.
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